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Seal Pro is a single component room temperature vulcanizing
silicone rubber. When applied as a formed-in-place gasket, it reacts with
moisture in the air and cures to a rubber like product. SEAL Pro will adhere
to clean metal, glass, most types of wood, silicone resin, vulcanized silicone
rubber, ceramic, natural and synthetic fiber as well as painted and many

plastic surfaces.

\.

J

FEATURES:

Great for Waterproofing
Outstanding Adhesive Properties
Excellent Outdoor Weathering
Minimum Shrinkage

Exterior & Interior Use

Mildew Resistant, Non Staining & Non-
Yellowing

Bonds to Glass, Metal, Wood, Painted &
Plastic Surfaces

APPLICATIONS:

Adhering Auto Trim

Adhering Appliance Trim

Bonding Appliance Parts

Bonding in General Assembly Operations

Formed-in-Place Gaskets for Compres-
sors, Gear Boxes, Pumps & Small Motors

Sealing Electrical Equipment

Seals Windows, Doors and Seams in RV
and Campers

Caulks Around Sinks and Toilets
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Seals Cracks in Tiles
Seals Waterpipes and Drainpipes
Insulates Electrical Connections

» Permanently Flexible - will not crack
»  Withstands Temperatures up to 350°F

Net wt. 8 oz. (2269

HVAC APPLICATIONS
» Refrigerator Gaskets
+  Outdoor Vents
* Pipe Openings
» Electrical Penetrations
« HVAC/R Exterior and Interior

PHYSICAL PROPERTIES
Cure system: Moisture from air
Cure time: Tack-free in 15 minutes
Complete cure in 24 hours, (1/8" thickness)
Tensile strength: 350 P.S.1.
Elongation: 500%
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BENEFITS:

« Authorized by the USDA for use in Federally Inspected Meat and Poultry Plants.

«  When fully cured and washed— meets the requirements of FDA REG. NO 21CFR 177.2600. Meets TT-001543A
(COM-NBS) TT00230c (COM-NBS)

» Life expectancy is in excess of 10 years.

» Low cost 1 CAN — 60Ft at 1/8" bead.

« Can be used for extended periods at temperatures up to 350°F and for shorter periods at 400°F. With a press
of the finger, a uniform bead is applicable to any shape or form in the amount you want and in a controlled

bead of silicone. A 1/8" bead is made without effort. No voids, gaps, lumps or air passages. Provides a better
sealing gasket.

« SEAL PRO has good resistance to weathering, vibration, moisture, ozone and extreme temperatures.

KAYLINE COMPANY, PO BOX 603207, CLEVELAND, OHIO 44103 (216) 566-9858 (800)426-5820 FAX (216)566-1228
www.kaylinecompany.com

Let Kayline Service All Your

Building Maintenance Product Requirements!

Industrial Cleaners = Disinfectants © Deodorizers = Floor Finishes =
Housekeeping Cleaners & Hand Soaps = Insecticides & Weed Killers ©
Sewer & Drain Maintenance = Winter Products & Water Treatment =
Roofing, Driveway, Flooring & Long Life Light Bulbs & Incandescent =
Fluorescent & Decorative & Mercury Vapor & Metal Halide = High
Pressure Sodium = Quartz Halogen ®= Compact Fluorescents a Energy
Saving Conversions & Ballasts & Specialty Lamps



